
STUDY APPROVAL NOTIFICATION
On May 4, 2020, the Florida Department of Transportation (FDOT), pursuant to 23 U.S. C. §327 and a Memorandum of Understanding dated 
December 14, 2016 and executed by the FHWA and FDOT, granted Location Design Concept Acceptance for the 40th Avenue NE Over Placido Bayou 
Project Development and Environment (PD&E) Study (see project location map). This project involves replacing the existing 40th Avenue NE Bridge (No. 
157154) in St. Petersburg, FL., shown in the Project Location Map below. The project limits extend from 12th St. NE to west of 13th Way NE, a distance of 
0.15 miles. This project will now proceed to the next phase of development.  

PUBLIC HEARING RESULTS
A public hearing was held for this project on September 10, 2019, at the North East Park Baptist Church, 3737 1st Street NE, St. Petersburg, Florida 33704. 
A total of 93 people signed in at the public hearing. A total of 15 comments were received during the comment period. Seven written comments were 
received, seven verbal statements were made during the formal portion of the hearing, and one comment was given directly to the court reporter.

NEED FOR PROJECT 
This project is needed due to the fact that the existing 40th Avenue Bridge is considered structurally deficient by the FDOT. During the routine bridge 
inspection on July 31, 2017 and a subsequent follow-up field review on August 10, 2017, numerous areas of spalling with exposed prestressing strands 
with numerous broken wires and up to 100% section loss were found in Slab Units 4-5 through 4-11. This resulted in a special load rating, closure of 
the damaged portions of the bridge to traffic, and new weight limits on the bridge. The bridge sufficiency rating was down-graded to a 21 from the rating 
of 72.7 in the previous 2015 routine bridge inspection. In addition to slab unit deterioration, the bridge piles have also deteriorated. They are exhibiting 
cracking or spalling and were all ranked at Condition State 3 in the 2017 inspection. 

40th Avenue NE Bridge Replacement Public Involvement
PO Box 2842 
St. Petersburg, FL 33731

For more information about the project visit at www.40thavenuebridge.com  
or contact Ziba Mohammadi, P.E., PTOE, by email at Ziba.Mohammadi@stpete.org or by phone: 727-892-5302.

PROJECT CONTACT

City of St. Petersburg Project No.: 18032-110  |  Work Program Item Segment No.:  443600-1 • ETDM No. 14377

PROJECT LOCATION MAP

40th Avenue NE Over Placido Bayou
St. Petersburg, FL

August 2020August 2020

NON-DISCRIMINATION
This study is being conducted without regard to race, color, national origin, age, sex, religion, disability, or family status. Persons who require special 
accommodations under the Americans with Disabilities Act or persons who require translation services (free of charge) should contact the City of St. Petersburg’s 
Title VI Coordinator, Mark Riedmueller at (727) 893-7857 or by email at Mark.Riedmueller@stpete.org at least seven (7) days prior to the hearing.

The environmental review, consultation, and other actions required by applicable federal environmental laws for this project are being, or have been, carried out by 
the Florida Department of Transportation (FDOT) pursuant to 23 U.S.C. §327 and a Memorandum of Understanding dated December 14, 2016 and executed by the 
Federal Highway Administration and FDOT. 

EN ESPAÑOL 
Si usted tiene preguntas o comentarios o si simplemente deseas más información sobre este proyecto, favor ponerse en contacto con el señora Maricelle Venegas 
por teléfono (863) 242-1549 o por correo electrónico Maricelle.Venegas@QCAusa.com. 
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PROJECT SCHEDULE
Final Design Fall 2018 to Summer 2020

Construction Phase Winter 2020-2021 through Spring 2023

TYPICAL SECTION

Slab Units
Replacement

2 Lanes

Sidewalk

Structure Removal

Fence

2 Lanes
Work Zone

Structure Removal

2 Lanes

New Bridge Construction

Structure Removal

New Bridge Construction

Pre-Phase I

Original Bridge 

Pre-Phase I
Remove a portion of the bridge deck

Pre-Phase I
Replace a portion of the bridge deck

2019
Bridge Repair and

Traffic Improvement
Phases

Pre-Phase I
Shift traffic to the south side of the existing bridge 
and reduce to single lanes. Open the sidewalk for 
pedestrians on the north side of the existing bridge.

Phase I - Step 1
Remove north side of existing bridge. 

Phase I - Step 2
Construct north portion of the new bridge. 
Construct new utilities on north side of new bridge. 

Phase II - Step 1
Shift traffic to north side of new bridge. 
Open north sidewalk to pedestrians. 
Remove south portion of existing bridge. 

Phase II - Step 2
Construct south portion of new bridge
(including raised sidewalk) 

Phase III
Shift traffic and pedestrians to south portion 
of new bridge. Complete new north sidewalk.

Final
Install raised median, shift traffic and 
open bridge to final configuration.

2020/2021
New Bridge

Construction
Phases

Slab Units
Replacement

2 Lanes

Sidewalk

Structure Removal

Fence

2 Lanes
Work Zone

Structure Removal

2 Lanes

New Bridge Construction

Structure Removal

New Bridge Construction

Pre-Phase I

Existing Condition at 40th Avenue NE
Bridge (No. 157154) 

Pre-Phase I
Step 1
Remove four existing damaged slab units in Span 4.

Pre-Phase I
Step 2
Install temporary replacement slab units in Span 4 and
type "K" temporary barrier (anchored).

Completed Spring 2019
Bridge Repair and

Traffic Improvement
Phases

Pre-Phase I
Final
Shift traffic to South side of existing bridge, Install the
safety fence and open the sidewalk for pedestrians on the
North side of existing bridge.

Phase I
Step 1
Close the bridge to pedestrians.
Remove North side of existing bridge. 

Phase I
Step 2
Construct North portion of the new bridge.
Install Type "K" Temporary Barrier and pedestrian LCD.
Construct new utilities on North side of the new bridge. 

Phase II
Step 1
Shift traffic to North portion of new bridge.
Open North sidewalk to pedestrian.
Remove South portion of existing bridge. 

Phase II
Step 2
Construct South portion of new bridge.
(Including raised sidewalk) 

Phase III
Shift traffic and pedestrian to South portion of new bridge.
Install North sidewalk.

Final
Construct traffic separator.
Shift traffic and open bridge to final configuration.

New Bridge 
Construction 

Phases 
Construction to Begin 

2020/2021

Slab Units
Replacement

2 Lanes
Sidewalk

Structure Removal

Fence

2 Lanes
Work Zone

Structure Removal

2 Lanes

New Bridge Construction

Structure Removal

New Bridge Construction

BRIDGE REPLACEMENT CONSTRUCTION SEQUENCE

PD&E STUDY 
The purpose of the PD&E Study was to determine the most viable alternative for the 
remediation of the structurally deficient bridge. In addition to bridge replacement 
alternatives, a no-build alternative, that only involved repairing the existing 
structure, was evaluated to address the issues at the 40th Avenue NE Bridge. The 
alternatives were compared to each other using common criteria such as social, 
economic, cultural and environmental impacts, and costs and right-of-way needs. 
Given the age of the existing structure, the deterioration levels, and the extensive 
repairs that would be required to restore the structure, the assessment was made 
that a no-build alternative was cost prohibitive and would not be able to significantly 
extend the life of the structure.

40TH AVENUE NE OVER PLACIDO BAYOU 

CONCEPTUAL RENDERING

August 2020August 2020

PROJECT FUNDING
The initial funding for this work is provided primarily by the “Penny for Pinellas” 
one-cent sales tax as a long-term capital infrastructure project. The bridge 
construction cost is estimated at $10,311,198 (including construction engineering 
and inspection) with reimbursement fund of $3,735,105 identified in FDOT’s Work 
Program in FY 22 ($383,707) and FY 24 ($3,350,398).

SELECTED ALTERNATIVE 
Following the public hearing, the Preferred Build Alternative was selected. 
This selection was based on a determination that the No-Build Alternative did 
not meet the purpose and need of the project. This project will help provide 
safe, multi-modal transportation to residents and visitors traveling within and 
beyond the study area. Potential project benefits include enhanced safety, 
mobility, and aesthetics, as well as job creation. The Preferred Alternative was 
refined and revised, based on community and local input, throughout the 
PD&E process and will continue to be further refined in the Design Phase. 

The proposed bridge will replace the existing fixed-span 40th Avenue NE 
Bridge crossing Placido Bayou along the same alignment. The proposed 
bridge is a six-span, fixed concrete slab structure accommodating two vehicle 
travel lanes, as well as bicycle lanes and sidewalks on both sides of the 
bridge, as shown in the typical section, above. The overall length of the bridge 
will be approximately 320 feet. 

The new bridge will provide approximately five feet of additional vertical 
clearance to boaters. Aesthetic improvements include decorative railing  
and lighting.


